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Benefits – Pressure reducing valve RP 810

Precise control through pilot

valve

Very high control accuracy

without external energy 1

Up to PN160

Usable for high pressures 5

1

5

2

4

Replaceable pilot control

Flexible application 3

Compact design

Minimum space required 4

Opening and closing velocities

can be set via throttles

Optimal control behaviour 2

3

Inlet pressure

Outlet pressure

Control pressure

Options

Hard-faced valve cone and 

seat

Suitable for high pressure 

drops a

Body made of cast stainless 

steel (1.4408 / CF8M) b

a

b
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Vorteile – Druckminderer RP 810

Präzise Regelung durch 

Pilotventil

Höchste Regelgenauigkeit 

ohne Hilfsenergie 1

Bis PN160

Für hohe Drücke 

einsetzbar 5

1

5

2

4

Austauschbare Pilotsteuerung

Flexible               

Einsatzmöglichkeiten 3

Kompakte Bauform

Geringer Platzbedarf 4

Über Drosseln einstellbare 

Schließ- und Öffnungsge-

schwindigkeit

Optimales Regelverhalten 2

3

Optionen

Ventilkegel und Sitz gepanzert

Für höhere Druckgefälle 

geeignet a

Gehäuse aus Edelstahlguss 

(1.4408 / CF8M) b

a

b

Vordruck

Hinterdruck

Steuerdruck
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